
6" MIN. (TYP.)

EDGE OF PAVEMENT DETAILS

AT END OF CONDUIT

WATERPROOF SEAL

(TYP.)

COPPER WIRE

STRANDED

DETAIL WHERE NO CURB EXISTS

SPLICE DETAILS

PVC SWEEP

LEAD-IN CABLE

SHIELDED LOOP 

PER PLAN

CONDUIT SIZE

AWG WIRE

1/C NO. 14

WRAP ENTIRE SPLICE.

BUTYL RUBBER TAPE.

TUBING

HEAT SHRINK

BEYOND TUBING.

BUTYL TAPE EXTENDS

TUBING

1/4" O.D.

THWN IN 

IN CABLE

LOOP LEAD-

MULTI PAIR

SPLICES

SIMILAR

1-1/4"

1"

1"

SEALANT)

(LOOP

EPOXY

FLEXIBLE

PILL BOTTLE

STRING.

OR NYLON

WITH PLASTIC

TIE TOGETHER

1/C NO. 14 AWG

SPLICE(S) ABOVE GROUND

LOOP LEAD-INS FOR MAKING THE

PROVIDE 6 FT. OF SLACK FOR THE

SYMMETRICAL TURNS PER FT).

LOOP LEAD-INS (TWISTED 3

MAX ABOVE GRAVEL

CONDUIT 2" MIN TO 4"

COARSE GRAVEL

CABLE

(PRE-TWISTED) LEAD-IN

MULTI-PAIR SHIELDED LOOP

(TYP.).

SEALED AND BE WATERPROOF 

ENDS OF CONDUIT SHALL BE 

   6’

1" MIN. CONDUIT

18" MIN.

GROUND LINE

IN SAWCUT

CONDUCTOR WIRES

NO. 14 AWG

PAVEMENT

DETAIL "E"

1" (MIN.) CONDUIT

TURNS PER FOOT

TWIST 3 SYMMETRICAL

6" MIN.

(WATERPROOF SEAL)

SEAL END OF CONDUIT

EDGE OF PAVEMENT

45 DEG.

WITH BUTYL RUBBER TAPE.

WRAPPED INDIVIDUALLY

EACH SPLICE AND CABLE

MIN.

12"

MIN.

18"
SAWCUT

INITIAL SET-UP

BE WATERPROOF

FINISHED SPLICES MUST

NOTE:

(WITH SIDEWALK)

TYPICAL CURB DETAIL

(WITHOUT SIDEWALK)

TYPICAL CURB DETAIL

POLE FOUNDATION, SEE PLANS

OR DIRECTLY THROUGH STEEL 

TO PULLBOX, TIMBER POLE

IN PULLBOX.

DO NOT GROUND LOOP WIRE

DETAIL "E"

18" MIN.

GROUND LINE

IN SAWCUT

CONDUCTOR WIRES

NO.14 AWG LOOP

PAVEMENT

EDGE OF

(WATERPROOF SEAL)

SEAL END OF CONDUIT

(MIN.)

1-1/4" DRILLED HOLE

CURB SECTION

1" MIN. CONDUIT

TURNS PER FOOT

TWIST 3 SYMMETRICAL 

UNLESS DIRECTED BY THE ENGINEER

10’ EDGE OF PAVEMENT OR 7’ BACK OF CURB

OF COVER.

SHALL BE RECESSED BELOW TOP

STEEL WASHERS & BOLT HEAD. BOLT HEAD 

HOLD DOWN BOLTS WITH STAINLESS

TO SIGNAL CABINET

CONNECTORS.

WIRE NUT 

CONNECTOR OR 

BUTT SPLICE

CABLE.

TWISTED SHIELDED

2/C NO. 12 AWG

TYPE 1, 2, 3, 4S, & 5S PULLBOX

TYPICAL CONDUIT ENTRANCE DETAILS

OF PULLBOX COVER

"TRAFFIC SIGNAL" ON TOP

TAPE.

RUBBER AND

WITH LIQUID

SHIELDING,

END, COVER

SEAL CABLE

SPLICE ALTERNATE #2SPLICE ALTERNATE #1

PULLBOX

SIDEWALK

GROUND LINE

4" MIN. SAWCUT DEPTH

DEPTH

SAWCUT 

4" MIN. 

TO PAVEMENT

#14 AWG LOOP WIRE

(PREFERRED METHOD)

FINISHED SPLICE

PREFERRED METHOD.

SHOWN IN

TAPE AS

BUTYL RUBBER 

CONNECTORS AND

APPLY WIRE NUT

SUBMITTED.

OVERALL BID 

INCLUDED IN 

COST TO BE 

THICKNESS. 

EXISTING 

MATCH 

NECESSARY. 

SIDEWALK AS 

REPLACE 

REMOVE AND 

57 STONE

18" MIN. DEPTH

IN SAWCUT

CONDUCTOR WIRES

NO. 14 AWG LOOP

EDGE OF PAVEMENT

SEAL END OF CONDUIT (WATERPROOF SEAL)

1-1/4" DRILLED HOLE (MIN.)

POLE FOUNDATION, SEE PLANS

OR DIRECTLY THROUGH STEEL

TO PULLBOX, TIMBER POLE

SECTION

CURB LINE

GROUND 
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